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Abstract—Fundamental considerations that arise in designing a time
or freq di ination system, are discussed and some dissemination
methods are surveyed A section on “‘Signal design for time and frequency
dissemination' briefly summarizes radio propagation characteristics, dis-
cusses lime signal format design, and iders how noise affects time
and frcﬁunncy signals. :

We point out fund tal techniques of time and frequency dissemi-
nation and descrihe similarities between systems for time dissemination
and navigation. The use of synchronous Ilite transponders. and.com-~
mercial television systems for- time. di tion is. emph lzed b se
of their great promise. No attempt is made to cover every existing dis-
semination system; some systems are treated elsewhere in this Special

{ssue on Time Frequency. The concluding section gives three categories.

of users according. to their required accuracy and shows typical systems
which can provide desired accuracies. Various di tion techniq
are charted and evaluated in terms of salient characteristics such as

" accuracy, geographical coverage, cost factors, and others. To alleviate an

existing frequency spectrum problem, we suggest that designers of com-
munication and navigation systems consider opportunities for including
time and freq y di ination in their sy

2.

I. INTRODUCTION

HE TIME AND FREQUENCY dissemination (TF/D)

II community has witnessed some startling developments in

recent years. There was a time when the instabilities in
oscillators were so great as to mask the instabilities in HF
standards broadcasts. In those days the limiting factor in the error
budget for a time dissemination link was the clock instability,
not the uncertainty in the arrival time of the time mark.

The development of better clocks changed the situation. The
accuracy of today’s dedicated dissemination services cannot com-
pare to the capabilities of today’s time standards, and improve-
ments in time standards are continuing. Dedicated time broad-
casts through the earth’s atmosphere already do not fully serve
high-accuracy users. We believe that satellite systems and micro-
wave communication networks will carry most of tomorrow’s
time dissemination services.

This paper takes note of some systems with requirements for
time dissemination that exceed the capabilities of today’s services.
It discusses the fundamental considerations tha: arise in designing
a time or frequency dissemination system, and it surveys some
dissemination methods.

Section II describes terms and concepts that are used through-
out the paper. The concepts are elementary-but important. Lack
of agreement in terminology has led to much cbnfusion in recent
years.

Section III begins with a brief summary of radio propagation

Manuscript received February 15, 1972. The assembling of the infor-
mation was supported in part by the Air Force Systems Command,
U. S. Air Force.

The authors are with the Time and Frequency Division, National
Bureau of Standards, Boulder, Colo. 80302,

considerations. In the discussion of formats, we introduce various
concepts of arrival time and. ambiguity. The effect of noise on
time and frequency signals is considered. :
Fundamental design considerations as well as descriptions of
typical methods for TF/D are presented in Section IV. We
emphasize TV and satellite techniques because of their great
promise. No attempt is made to treat every existing dissemination
system Some important systems are described by other authors
in this Special Issue on Time and Frequency. The concept of a

“transfer standard™ is developed and the similarities between

time dissemination systems and ranging systems are explored.
The concluding section categorizes users according to their

required accuracy, and compares salient features of important

time dissemination methods. In the light of the congested fre-

quency spectrum, we suggest that communication and navigation -

systems designers consider the advantages of including time and
frequency dissemination in their systems.

II. FUNDAMENTAL Concx-:m

s

The purpose of this section is to consider some coucepts and '
to establish some terminology that will be used later in'the dis-

cussion of txme and frequency dlssemmauon

A. Clocks ,

The fundamental component of timekeeping is a clock. A
clock consists of a frequency standard, a scheme for counting
oscillations and keeping track of the count, and a readout device
for displaying the count. An interpolation device may be added
for use between counts. A clock is a device which accumulates

the cycles of an oscillator and presents the result in some con- '
“venient form.

The oldest clock of all uses the rotating wrth Man counts
sunrises and keeps track of the count with a calendar. The char-
acteristic' unit of this clock is one day. A sundial or a wall clock

may be used to interpolate between successive sunrises. A more

recent clock makes use of the cesium-atom resonance in control-
ling the slaved oscillator, and uses digital electronic circuitry to
keep track of oscillations and to display the count [1].

The cesium clock is much. more stable than the earth clock;
that is, the length of one atomic second is very nearly the same as
the length of any other atomic second. The length of the day may
vary considerably, however. The atomic clock is more stable than
the earth clock, and they get out of step. It is possible to alter the

© atomic time scale so that it will stay more or less in step with the

earth time scale, but in so doing a hard choice must be made. If
the atomic time scale were to have the same number of seconds

every year, then the length of the second would have to be .

changed periodically, i.e., a “rubber second” would be used.
Since the length of the atomic second is held constant, then the
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number of atomic seconds in one year is not an invariant.
(Recently the International Radio Consultative Committee
(CCIR) has adopted the usage of occasional “‘leap seconds.”) A
discussion‘6f the recent implementation of the latter alternative
appears ,elsew‘hel;e inthisi issue [2).

ee of sGne bq;fc epts encountered in the discussion
of ume and .frequency ate date, 2) frequency (dimensionally,
the recxprogal of' tlthe int téhl), and 3) time/frequency synchroni-

zation. R, & .:f
if &

o E

B. Datet

The date refers to the name of a specific instant on an ordered
scale, e.g., 1972; July 12, 12 h,.24 min; 43.01200 . . . s. In other
words, the date is the time of an event reckoned from some
arbitrary origin. This concept of time has usually been related
to the location. of the sun but that relationship is complicated.

C. Frequency - 4 . ' o

Frequency and-time interval are related inversely (dimension- '
ally). To measure the frequency of occurrence of some phenome-

non one counts the number of occurrences during a measured
interval of time. Time interval refers to duration: A: time interval
of 1 h can be measured correctly by a clock that is not on nme
but is runnmg at the correct rate.

D. Synchronization

For a system to be time synchronized the clocks in the system -

must read the same time as each other, but not necessarily the
same as any formal time scale. For example, the World War I1
movies always depicted the fighter pilots synchronizing their
watches to the squadron leader’s watch, not to WWYV,

The resynchronization interval of a communication system

could be regarded as its characteristic unit of time. It may bear
little resemblance to the time unit of formal time scales. A co-
herent communication system may pass messages lasting only a
few tens of microseconds. If the person to whom the message is
addressed is not synchronized in time with the sender he may very
well miss the message.

It is not necessary in pnnaple for synchronized systems to
align their oscillators or time scales with those of the organized
time and frequency community, but there are sometimes benefits

to the system or to others external to the system if alignment is
allowed for in system design. The system benefits to the extent.
that redundant resynchronization capabilities may exist in. the
form of standard time and frequency broadcasts or other ac-
cessible communication or navigation systems which are aligned.

Correspondingly, other time and frequency users- may derive

benefit if a designer aligns his system.

The options for timekeeping are many. The cost and com-
plexity of alternative methods are related to the required accuracy,
the location of the.user, and the required resynchronization
interval. A man sailing a boat in the Pacific Ocean requires time
for navigation. He needs a clock whose accumulated errors
during the voyage will be very small. He may choose an expensive
" clock which he sets just before he leaves port. He may prefer a
less expensive clock which he sets every day with a radio receiver
tuned to a standard time broadcast signal such as WWVH or JJY.

Most careful users can obtain 1-ms time accuracy using a

! See key word index for definitive discussion of epoch (date).

v
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receiver tuned to a high-frequency standard time broadcast; some
can do better. Since the time tick is on time when it leaves the
transmitter; corrections must be made for the travel time of the
radio wave. It takes about 3 us for a radio wave to travel 1 km
(propagation delay). Therefore, the time tick will arrive 3 ms late
at the antenna of a user 1000-km distance from the transmitter.
An additional allowance must be made for the signal to pass
through the receiver (receiver delay). The 1-ms error mentioned
above is related to the uncertainty associated with the measure-
ment of the signal arrival time. Other problems related to radio- -
wave propagation will be discussed later. .

Standard time and frequency broadcasts such as WWYV, .
WWVH, CHU, and JJY are more than adequate for everyday
needs. The launching of earth satellites during the late 1950,
however, required worldwide tracking networks to be accurately
synchronized. The availability of portable atomic frequency

_standards stimulated planning for new navigation and communi-

cation systems requiring microsecond synchronization.

A basic requirement of some systems is that all clocks show the
same time. If synchronization is lost because of a power failure
or other cause, the clocks must be reset. One method is-to carry
a portable clock from a time reference station to reset the clock
which has stopped. This and other methods will be considered
later. .

E. Users of Time

Time is a basic dimension in the physwal world. Itis the dimen-
sion of which man is most often conscious in his activities. Many
years ago man rose with the sun. The visible sun was all the clock
he needed. As his activities increased in sophistication he began
to require interpolation devices to subdivide the day into smaller
increments. The shadow on a sundial was a-daytime indicator;
the notches on a burning candle could serve at night. (The latter.
did not comprise a clock as we have defined it since no frequency
standard was involved.) Today we use the wrist watch or wall
clock to meet our casual needs and the crystal or atomlc standard

for our exacting needs.

The second of time today is based upon the atomic second,
but astronomers, navigators, and others are served best by a
time scale which permits them to relate the time displayed by
their clocks to the earth’s rotation angle. For the convenience of
such users the UT1 time scale is provided. This scale is generated
by the rotating earth with corrections made even for the earth’s
polar motion.

Today, many people depend on the electnc wall clock whose

frequency standard is the power companies’ generator. In the

United States the power utilities generally synchronize their
generators to the National Bureau of Standards’ low-frequency
broadcast, WWVB [3]. Hence most electric clocks run at the same
rate. Such clocks are normally set on time by referring to radio
time announcements or by dialing the time on the telephone.
Radio time signals can be used either to perform a clock function
or to set clocks.

Many systems exist which are able to dlssemmate standard

. frequencies and standard time signals with sufficient convenience

and accuracy for most users in metrology. These same systems
may be used to disseminate other standard units of measurement,
including those for electromotive force (volt), length (meter), and

- attenuation (decibel), among others. These dissemination sys-
- tems, together with the inherently high precision of frequency

standards and of frequency/time metrology, may help to establish
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a unified standard for measurement. The progress and feasibility
for a unified standard is discussed by Halford er al. [4].

IH. SigNAL DEesIGN FOrR TIME AND FREQUENCY DISSEMINATION

In its transit from reference station to user, a time signal must
pass through some transmission medium. This medium alters the
signal and will contain extraneous radiations which will affect it.
The radio propagation medium and the effects of noise are con-
sidered in this section.

A. Radio Propagation Effects

With the exception of portable clock methods, all techniques
discussed in this paper utilize radio waves to carry time and fre-
quency information from a reference transmitter to a distant user.
The words of NBS scientists 40 years ago still hold true: “Radio
waves of which the frequency is carefully controlled and accu-
rately known furnish a standard of frequency which is simul-
taneously available everywhere that the waves can be received” [5].

Radio has offered attractive means of transferring standard
time and frequency signals since the early 1900’s. In 1932 the
frequency stability of the WWV primary standard, and hence of
the transmitted signal, was about 1X107% The full accuracy
could be recovered from the signal received by a user. Today the
accuracy of the transmitted signal has been improved by about 7
orders of magnitude, but the accuracy of the signal as received
has not improved nearly as much.

In a low noise, outer space environment, radio signals suffer
little degradation. In the earth’s atmosphere, however, there are
effects which limit the accuracy and stability of radio time and
frequency signals.

Time and frequency broadcasts can be classified in a number
of ways. One useful distinction is between those with carrier
frequencies low enough to be reflected by the ionosphere (below
30 MHz) and those sufficiently high to penetrate the ionosphere
(above 30 MHz). Signals from the former may be observed at
great distances from the transmitter, but they suffer from iono-
spheric propagation anomalies that limit accuracy; the latter are
restricted to line-of-sight applications: they show little or no
signal deterioration caused by propagation anomalies. The most
accurate systems are those which use the higher line-of-sight
frequencies. Broadcasts using lower carrier frequencies serve the
largest number of users. _

Descriptions and mathematical models of the propagation
medium that are useful in designing time dissemination systems
are in the literature [6]-[8]. A summary description of bands 4
through 10 is given in Appendix L.

B. Format Considerations

Consider a timing signal consisting of some waveform: re- -

peated at uniform intervals of time T (see Fig. 1). Knowing the
time requires knowledge of the number of units and fractional
units AT that have elapsed from the starting point Tz. The path
delay ¢ is the elapsed time between the broadcast and the recep-
tion of the signal. Determination of the path delay is not a trivial
problem but we will assume that it has been done in this example.

In the design of signals for time dissemination, it is important
to know whether the user is primarily interested in obtaining
Tz, AT, or both, from the timing signal. Is the requirement for
date? for frequency? or for both? Measurements must be made
in the presence of noise which can cause the signal arrival time to

jitter &, (illustrated by the double arrow in Fig. 1). There is a wide
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Fig. 1. A time dissemination link. .

variety of noise which may be encountered, but we will assume
an additive noise power with a uniform spectral density N, (gives
rise to white phase noise).

Arrival Time/Frequency Tradeoff: Optimization of a signal for
time is done at the expense of its usefulness for frequency. Con-
sider a time signal which consists of a single pulse of duration ¢
of a carrier wave of frequency f. It is desired to designate a certain
moment in time (the date) with respect to Tr. Assume that the
pulsewidth can be adjusted but that the energy contained in-the
pulse is to be held constant. The standard deviation ¢, i the time
of arrival of the leading edge of this signal is [9]

t
"~ (2SNR)1?

where ¢, is the pulse risetime and SNR is the pulse signal-to-noise
power ratio. The bandwidth occupied by the signal is given
approximately by 1/1,. If g, the pulse duration, is decreased while
the energy in the pulse is held constant, then the SNR will be
increased and the arrival time can be measured more accurately.

Since the signal consists of a single pulse, the best way to obtain

frequency (i.e., interval information, AT) is to measure the carrier

frequency f of the pulse. The standard deviation of the carrier

frequency measurement o is a function of the reciprocal of the

duration g of the pulse. Thus the measurements of arrival time

and of frequency are related in this example. Optimization of the

signal for precise time measurement reduces its usefulness as a

source of frequency.

Arrival Time/Frequency Optimization: Assume now that the
single pulse of energy lasts for g seconds, and that the frequency
of the carrier can be measured to the precision required by the-
user. Is there any way to improve the time of arrival measurement
without sacrificing the frequency measurement?

The arrival time measurement depends on the SNR at the
leading edge of the pulse and not upon the duration of the pulse.
This suggests that the arrival time measurements could be im-
proved by increasing the number of leading edges.

Let us divide the single pulse, of duration ¢ and signal level S,
into m pulses, each of duration gq/m, with the same signal level S.
The total signal will consist of m pulses, but the aggregate dura-
tion of these m pulses will still be g. The precision of the frequency
measurement will not be deteriorated. Since there will be m lead-
ing edges to measure, the standard deviation of the arrival time
measurement will be decreased by a factor (m)~'/2, provided that
the m measurements are independent. This requires that the time
between successive pulses be at least 1/Bj., seconds, where By, is
bandwidth; otherwise, the noise fluctuations on successive pulses
will not be independent.

Ambiguity and Waiting Time: The time of arrival measurement
has been improved without degradation of the frequency measure-
ment, but another problem has been introduced. Unless addi-

(1)
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tional information is available, it is no longer possible to deter-
mine which one of the m pulses represents the time. Thus the cost
of improving the arrival time measurement, while maintaining
the same frequency error, is the introduction of ambiguity. An
additional benefit is derived once the ambiguity is resolved,
however. The user can obtain time information more often.
Cousider the price of eliminating the ambiguity. In a timing
system which consists of 1 pulse per second (pps), no user has to
wait more than 1 s for a *“‘seconds marker.” For those users who
do not already know the time to the nearest second, however, the

system is ambiguous. The system could be made unambiguous for
such users by going to a lower pulse rate. But, then the users who-

already know the time to the nearest second would have to wait
longer- for a timing mark.

Identification and Ambiguity: If it is.desired to maintain: the
time markers at the 1 per second rate and still satisfy the users
who do not know the time to the nearest second, then additional
information must be provided to resolve the ambiguity. WWV

uses such a system: the basic pulse tram is supplemented by

voice announcements.

If a fixed quantity of energy is available per unit time, allo-
cating energy for identification (to reduce the signal ambiguity)
will result in reduced knowledge of the time of arrival of the pulses.
This is attributable to.the lowered SNR. Thus reduced ambiguity
is obtained at the cost of reduced measurement precision.

One user of a 1 per second timing signal may desire that
certain pulses be omitted (easier identification). A second user
may desire that all pulses be retained so that he may improve his

measurement precision. Thus a signal can be too precise (am-

biguous) for one user and overidentified for another.
Arrival Time and Ambiguity: Is it possible to design a signal

whith is optimum for both arrival time measurements and elimi- -

nation of ambiguity ? Consider a signal consisting of 2 group of
coded pulses, each of which is coherent with the time tick. One
of the pulses in the group could be designated as the time mark.
It would appear-that both arrival time and ambiguity needs have
been satigfied optimally. It can be shown, however, that optimum
determination of the time of arrival of the signal requires a prior
knowledge of the signal shape. That is, one must not only have
complete information about the code format but he must kiow
which component of the code will arrive next. But, if he already
has all that information then the only new information he can
receive from the code is related to arrival time. Thus he cannot

simultaneously identify optimally and determine arrival time -

optimally. If he does not know which component of the code will
arrive next he could accelerate his identification process by using'
a number of parallel decoders optimized for each of the poss1ble

signals.

signals which will simultaneously satxsfy the requirements of
ambiguity, time of arrival, and interval (or frequency) measure-
ment. In the pulse code example above, the reduction of am-
biguity requires a signal with frequency components spread
throughout the available bandwidth. High precision in time of
arrival measurement requires that frequency components should
be concentrated near the edges of the avax]able bandwidth (fast
rise pulse).

C. Noise Considerations.
The previous discussion has treated the effects of noise on-a

single pulse. It is possible that a signal may reach a user’s 1oeatxonA

There does not appear to be any general method for designing
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by a number of parallel paths. Some of the paths may be sub-
jected to Doppler effects imposed by the motion of the ionosphere.
Therefore, a pulse received by a user is actually a composite of
a number of pulses that came by parallel and somewhat different
paths. A complete analysis of the resulting composite pulse would
require a detailed path delay calculation.

In a multiple-tone VLF time system the accuracy with which
a user-can obtain time cannot exceed the accuracy of his path
delay prediction. His ability to predict path delay is limited by
his knowledge of the reference transmitter and user locations and
by his knowledge of the propagation medium.

Additive and Mudrtiplicative Noise: Noise affecting time dis- -
semination systems falls into two categories. The first is usually
called additive noise and refers to noise energy added to the
spectral region occupied: by the signal. Examples are ignition:
noise, noise generated by the receiver, atmospheric noise, and
cosmic noise. The effects of additive noise can be made as small
as desired by increasing the strength of the signal.

The second category,. multiplicative noise, is produced, for
example, when the propagation medium distorts or modulates the.
signal. It cannot be diminished by increasing the signal strength.

Diversity Techniques: Diversity techniques have been de-
veloped to offset multiplicative noise for communication chan-
nels. They have not generally been applied to time dissemination.
The technique involves obtaining a large number of independent:
measurements of the signal for a given amount of signal energy.
In principle, if the noise in the measurements always adds inco-
herently and if the signals add coherently, the lack of measure-
ment precision due to the multiplicative propagation noise can be
made arbitrarily small, provided the available energy is divided
into enough diversity elements. Eventually the additive noise will
dominate over the multiplicative noise and will represent the
fundamental limitation.

With some kinds of diversity it is not necessary to divide the
available energy into packets in order to reduce the signal energy
per packet. An example is space diversity. Here the signal is ob-
served simultaneously at points on the ground sufficiently far
apart for the noise fading to be uncorrelated. Other examples are
polarization and angle of amval diversity. (For fi urther discussion,
see [10], {11].)

~ Mudtiplicative Noise and Path Delay Calibration at VLF: It has
been demonstrated theoretically [12] and experimentally [13]
that the velocity of 10-kHz to 20-kHz radio signals is nearly con--
stant, at least at great distances from the transmitter. Near the
transmitter, however, the average VLF signal velocity between
the user and the transmitter changes in an irregular way as a func-
tion of distance [14]. (Above 20 kHz there is some evidence that

- even at great distances from a transmitter the signal velocity as

measured at a receiver continues to be irregular [15].) In general,

- below 20 kHz the transition from regular to irregular occurs at a

distance of about 10 000 km from the transmitter.

There is a seeming paradox associated with VLF. A VLF sig-
nal is more useful as a source of time to a user at a great distance
from the transmitter than it is to a nearby user. But the SNR is
highest near the transmitter. If better methods of predicting the
behavior of VLF signals in this irregular region. could be devel-
oped, then receiver designers could take advantage of the
hight SNR and serve the needs of a vastly mcreased number of
users.

Because of the great importance of the irregular region, it will

be considered in more detail. Consider a simple two-frequency
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timing system with two closely spaced CW signals at frequencies
fiand f». In this system, the beat frequency, Af=/f,—fi,is used asa
coarse time marker to identify a specific cycle of either carrier fre-
quency. This removes ambiguities, and a more precise time of
arrival measurement is made at the higher carrier frequency. The
difference frequency signal will travel from transmitter to receiver
with a group velocity which depends upon the phase velocity ver-
sus frequency characteristic of the propagation medium. Specifi-
cally, the group velocity ¥ is related to phase velocity ¥, by the
expression

2)

[d(w/ Va1t
dw *

where w is the angular frequency. The concept of group velocity
breaks down if the derivative [d(w/V;)]/dw is not well behaved. In
a dispersive medium, such as exists at VLF, ¥, is a function of w;
so the group delay #; over a path r is given by the expression {16]

T w dV,
[l -3
V, V, dw

At VLF the phase velocity versus frequency dependence can-
not be expressed as a simple function of the properties of the
propagation medium, except perhaps at great distances from the
transmitter. The most accurate results are obtained from numeri-
cal solutions of Maxwell's equations with some realistic model of
the ionosphere [17], [18]. Since the difference frequency may
travel with a group velocity that is different from the phase
velocity of either one of the two carrier frequencies. [19], the
difference frequency signal may slip in phase with respect to either
one of the carrier frequencies as a function of distance from the
transmitter. This could lead to incorrect cycle identification of the
carrier frequency unless the difference in velocities is known.

It has been demonstrated that at great distances from the
transmitter one can correctly identify a cycle by using different
group and phase velocities [20], [21]. Unfortunately, the concept
of group velocity applies only at great distances from the trans-
mitter, where the phase velocity versus frequency characteristics
are well behaved, i.e., [d(w/V}p)]/dw is well behaved.

Near the transmitter a different approach must be used as
illustrated by considering the propagation of a VLF pulse.

There are two distinct effects which must be considered. First,
the average propagation velocity of the pulse (group velocity) may
be equal to or less than the velocity of light. Second, the pulse

. may be changing its shape as it propagates through the medium.
If a particular point on the pulse has been tagged as the time
reference point at the transmitter, it is necessary to determine how
this “tag” point is mapped into its new position as the pulse dis-
torts during its propagation away from the transmitter. If this is
unknown it will not be clear to the user which point on the re-
ceived pulse represents the reference point as transmitted.

Having correctly identified the tagged point, one must recog-
nize that the average pulse velocity may be less than the velocity
of light. A multifrequency VLF system is somewhat similar to the
propagation of a pulse in the following sense. A short pulse of
length t, consists of a group of Fourier frequencies, i.e., a number
of Fourier components which occupy a spectral region approxi-
mately equal to 1/7,. In a dispersive medium such as the iono-
sphere, each one of these Fourier components will travel with a
different phase velocity [16]. In a sense then, when a VLF tone
system is used, the Fourier components are sent one at a time. If

@3)
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the user could store the received tones, he could add them to-
gether to produce something looking like a pulse.

This composite waveform would have some well-defined shape
as it left the transmitter. Because of the dispersive properties of the
propagation medium, this composite waveform will change in
shape with increasing distance until it has reached the region
where the phase velocity is well behaved. Beyond: that point the
composite waveform will not change further with increasing dis-
tance.

To use the time system for accurate transfer it is necessary to.
know-in detail the structure of this composite waveform as a

- function of distance from the transmitter. Similarly, use of the

VLF multitone system for accurate time transfer requires de-
tailed knowledge of the phase versus frequency and distance char-
acteristics of the signals.

IV. TIME AND FREQUENCY DISSEMINATION TEcﬁNrQUEs
A. Dissemination System Design Considerations

A time/frequency dissemination system can be characterized
by its accuracy, ambiguity, repeatability, ease of use, cost to the
user, and number of users served. These concepts will be intro-
duced by reference to a hypothetical dissemination system.

Consider a very simple system. consisting of an unmodulated
10-kHz signal as shown in Fig. 2. A positive going zero-crossing
of this signal, leaving the transmitter at 0000 UT, will reach the
receiver at a later time equivalent to the propagation delay ;. The
accuracy of the user’s measurement of time can be no better than
the accuracy with which this delay can be predicted. Since all.
cycles of the signal are identical, the signal is ambiguous and the
user must somehow decide which cycle is the “on time” cycle.
This means, in the case of our hypothetical 10-kHz signal, that
the user must already know the time to + 50 us (half the period of
the signal). Assume that the user is not in a position to compute
the propagation- delay but that the delay is very nearly the same
from day to day, i.e., it has good repeatability. If a portable clock
can be carried to the user once, he can “calibrate” the propaga-
tion delay and accurately set his clock in the future.

Some users, geophysicists for example, are interested in- mak
ing time coordinated measurements over large geographic areas.
They want all measurements to be referred to a single time
source. Therefore, they would like all measurement stations to be
able to hear the same time broadcast, i.e., the coverage of a system
is important. Another important characteristic of a timing system
is the percent of time the service is available. The man on the street
who has to keep an appointment needs to know the time only to a
minute or so. Although he requires only coarse time information
he wants it on demand so he carries a wrist watch that provides
the time to him 24 h a day. On the other hand, a user who needs
time to a few microseconds normally has a very good clock which
he updates only once or twice a day.

Another characteristic of a dissernination system is its reliabil-
ity, the likelihood that a time signal will be available when it is
supposed to be. At times one cannot receive an HF timing signal

~ because of propagation fadeouts.

Some important economic considerations are the cost to estab-
lish and maintain the system, the number of users that will be .
served by the system, and the cost to the user in terms of operator
skill and equipment investment. If a service is to offer a number of
accuracy levels, economic factors include receiver cost for a
stated accuracy, operator skill for stated accuracy, and the num-
ber of users served at a stated accuracy. It seems reasonable to
design a dissemination service so that the cost to the user for a
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Fig. 2. A single-tone dissemination scheme.

particular time service should be directly related to the accuracy
he requires.

B. Frequency from {ime Measurements

Dimensionally, frequency is the reciprocal of time interval.
It is no surprise, then, that a frequency dissemination service can-
be useful for timekeeping and that frequency information can be
obtained from a time broadcast.

Any “time dissemination”” service can be used as a source of
frequency. If the time difference between a user’s clock and the

reference clock increases between measurements, the user knows .

that the oscillator in his clock is running faster than that in the
reference clock, and he can compute his frequency offsets

C. Portable Clock Canymg

There have always been and presumably will be applications:
for.time synchrommtmn that exceed the capabilities of dedicated
time dissemination services for coverage or accuracy. Portable
clocks can be employed to meet requirements which are hard to
satisfy by other techniques. Basm.lly, a portable clock consists of
a stable oscillator whose output is. integrated or counted by a
clock mechanism to indicate time. The portable clock method
consists of establishing the time of the portable unit (which may

*-be a quartz crystal or atomic clock).in terms of the reference time
scale prior to a. clock synchronization trip. Usually, the clock is.
flown to a general area where the measurernents are to be made,
with intermediate transportation by auto. Self-contained batteries
can maintain power for periods of hours. Time synchrqnization
consists of bringing designated time pulses into coincidence or to
‘fixed delay relationships. Frequency comparison can be made
through phase intercomparison for a given time interval. At the
conclusion of a trip the portable clock is again compared with the
original time scale reference, and the time closure difference is

.distributed backwards as the deviation within which the portable

. clock measurements fall.

The forerunner of this method dates back.to 1923 when W. G.
Cady carried portable piezo resonators to compare frequency
standards in Italy, France, England, and the U. S., and showed

_agreement to about 1 part in 103[22]. Since the 1920’s great strides

have been made, and in the early 1960°s Reder and Winkler trans-
ported atomic clocks over intercontinental distances and syn-

-
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chronized clocks to several microseconds [24]. A series of “flying
clock™ measurements, using portable atomic frequency stan-
dards, were made at laboratories located worldwide from 1964 to
1967 {23]. An average time change of about 5 us in 16 months.
indicated an agreement of several national time scales to about 2
parts in 102, Also, in 1967 Swiss portable atomic clocks (cesium).
were flown to various time centers in the U. S., Canada, and the
Far East for time comparisons. At the conclusion of these tests,
one of the clocks showed a time closure of 26.7 us over a 255-day
period (about 1 part in 10'?) when compared with the laboratory
standard at the Cantonal Observatory [25].

The success of portable atomic clocks to bridge distance gaps
between a master standard and user led the U. S. Naval Ob-
servatory (USNO) to establish, in 1968, a master clock loca-
tion and six worldwide reference stations around the world [26].
Reference atomic clocks at each.of the time stations are available:
for precise time measurements which can be referred to the USNO'
master clocks in Washington, D. C. These stations are coordi-
nated by portable clock visits every few months. Time closures for
a representative portable clock trip. is about 1.1 us [28]. As the
USNO and NBS UTC scales are mutually coordinated to within
~ +5 us of each other [27], clock synchronizations at the USNO.
time reference stations can also be related to the NBS time scale
within this tolerance (or even better post facto).

A major advantage of the portable clock method is that it is.
the principal means of microsecond clock setting and frequency
synchronization without a dependent link to a master source. The
clocks are transportable self-contained units requiring a minimum-
of comparison instrumentation. Limitations include the high cost
of the clocks coupled with transportation expense. The clocks are
usually hand carried and a (small) possibility always exists of
clock failure during transit. Fortunately, the best clock for a par-
ticular application is not necessarily the most expensive or ac-
curate one. Also, it is sometimes difficult to transport portable
clocks to remote locations. (The U. S. Geological Survey required
clock synchronization at Pitcairn Island in connection with their
satellite triangulation program a few years ago. A clock was
flown to the closest commercial airline terminal in the Pacific,
where it was transferred to a ship. A longboat carried itthrough
the breakers to the landing at Pitcairn.) Specific need, environ-
mental conditions, budgets, and other considerations may all
interface to dictate the optimum choice and/or compromise for a
given portable clock measurement. The cost of portable clock
comparisons may decrease in the near future with the availability
of a new and smaller cesium-beam portable clock [29].

D. Aircraft Flyover Time Synchronization

Another method of time synchronization is a refinement of the
portable clock technique. In aircraft flyover, planes carry an
atomic clock and transmit a coherent time signal to synchronize a
time scale at a receiving site. The method dispenses with cross-
country and local transportation, reduces the time required to
synchronize many remote locations, and affords the opportunity
to synchronize inaccessible sites such as mountain or island sta-
tions, ships, other aircraft, etc.

Some aspects of this method were considered in connection
with early aircraft collision avoidance studies. The method was

first reported by Markowitz [30] and was recently refined by Bes-

son {31].

The basic method of aircraft flyover synchronization is illus-
trated in Fig. 3. The S-band transmissions are amplitude modu-
lated at a peak power of about 50 W. The passband is 10 MHz.
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Fig. 3. Basic method of aircraft flyover syr.chronization.

The time scale is coded and sent at a 10-Hz rate permitting 10
time scale measurements per second. The receiving site uses a
counter with 10-us resolution and a rezdout which prints the
deviations between the radio-received time scale and the local
time scale S to 10 times per second.

Aircraft flyover determines the clock difference between the
ground station time H¢ and aircraft time A4 which is shown to be
(31]

He¢—Hy= (H¢— Hy) = (72 + 7p) 4)
where
Hy. received aircraft time at ground station;
=Hp—(rrr—7p);
rrr time delay of transmitter-receiver equipment (nearly

constant);
tp time delay for aircraft signal to reach receiver, dependent
upon aircraft location relative to receiver.

The evaluation of rrr and 7p should resolve the time scale
deviations, (Hg— Hy4). Two methods have been proposed.

Method I : A one-way transmission from aircraft to user is em-
ployed in this technique. The aircraft passes over the site to be
synchronized at low altitude (100-300 m) at a-flight speed of about
50 m/s. The observed time scale difference Hg— Hy- approaches
a minimum as the aircraft reaches the point directly over the re-
ceiver and then increases as flyover continues. The minimum
reading corresponds to the vertical radial distance between the air-
craft and receiver and is the true altitude recorded by the aircraft
instruments. This critical distance point should not exceed 10°
from perpendicularity. Besson indicates that with a transmission
rate of 10 sync pulses per second and a 3-percent altitude error,
the propagation time standard deviation Arp is 30 ns or less. The
instrumentation delay standard deviation Arrx is reported as 10
ns or less [31].

Method 2: This technique involves simultaneous transmission
by both the user and the aircraft, so the propagation time delay
re drops out of the equation for clock time difference. The air-
craft does not have to fly directly over the receiver at a fixed alti-
tude.

Limitations in the two-way system include the degree of aic-'; ‘
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curacy to which the time scale deviations between the aircraft and
ground station clocks can be measured in the short time available
and the difficulty of measuring the equipment delays at both time
sources.

In September 1970 the French group (Office National d’Etudes
et de Recherches) cooperated with several intercontinental time
centers and made an international comparison of atomic clock
scales through aircraft overflight. The experiment plan included
both one- and two-way type of comparisons with three or four
overflights of each time center. A nonstop one-way flight was
expected to take about 18 h. The experiment, named Synchran
(North Atlantic Synchronization), was performed during the
period September 9-15, 1970. Corrections included propagation
delays, instrument factors, clock drifts, and relativity effects. The
results indicate accuracies of about 40 ns [32].

E. Clock Synchronization Using the “Transfer Standard” Tech-
nique

Identification, synchronization, and delay calibration are three
operations that are common to all time dissemination schemes.
In a standard time broadcast an event such as the transition from
the zero to the one state in a binary system, or the beginning of a
tone or a particular zero crossing of a continuous tone in an ana-
log system, is chosen to represent the time mark. This event must
be identified unambiguously at the time reference transmitting
station, and synchronized with the reference clock. The equipment
delay is calibrated and the transmitted time adjusted accordingly.
In order to recover the time from the received signal, a user miust
unambiguously identify the time mark in the signal format and
synchronize his clock to it after calibrating the propagation path
delay. ’

Thus identification, synchronization, and calibration opera-
tions must be performed at both the master and the user time
stations. In the case of a standard time broadcast service these
operations are being performed simultaneously by many users,
while they are being performed only once at the reference station.

The dissemination “system” should be construed to include
the equipment of all users as well as that of the reference station.
The costs of the standard time broadcast service “‘system’ are
allocated such that the investment in user equipment at a single
user station is vastly less than the investment in equipment at the
reference station. Thus a standard time broadcast service is
designed along the lines.of a public utility, where a great many
customers require similar services to be available all the time.

It is convenient but not necessary in principle for time or fre-
quency information to be transferred from the reference station to
the user station by a radio broadcast originating at the reference
station.

Refer to Fig. 4. Assume that the reference station 4 and the
user station B both have receivers tuned to monitor some electro-
magnetic event that is going to occur at a remote location 7'S. The
coordinates of locations A4, B, and TS are not known but are fixed.
Both 4 and B have monitoring devices that will record the time
displayed by their clocks when the electromagnetic disturbance
associated with the event is received. Finally, assume that clocks
A and B are on time with each other. ¢4 seconds after the event
occurs the time T4 displayed in clock 4 will be recorded, where 74
is the propagation delay from T'S to A. ¢z seconds after the event
occurs the time T’z displayed in clock B will be recorded. Since the
time at which the event occurred is not known, and since the dis-
tances of 4 and B from TS are not known, t4 and ¢ are not pre-

; diqtable. But if the time readings T4 and Tp are compared, one
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ODIFFERENTIAL TIME BETWEEN
STATIONS A AND B, T=ty-t,

Fig. 4. A transfer standard link,

can learn the difference r in the propagatxon delay times along the

two fixed paths.

If a second event is monitored at some later time the new
readings, T4 and T, recorded at 4 and B will obviously be differ-
ent from the first set. But the time difference r will be the same as
before, provided that the clocks are still synchronized.

A change in  could only be expiained by a loss of coordina--

tion or change in path delay between clocks 4 and B. If clock B is
adjusted by an amount equal to the change in 7 then it will once
again be synchronized with clock A. If no further loss of synchro-
nization occurs, 7 computed for yet another event will be the
same as it was originally.

- Thus the time difference between a reference clock and a
user’s clock can be determined by comparing each in turn to an

independent *tick’ available to both, and then differencing the

comparisons. It is like making comparisons with a portable
standard known to be operating at the correct rate but not neces-
sarily on time. The time is “transferred” by a standard which is
not, itself, on time; hence the term “transfer standard” technique.

The example used was chosen to emphasize the followmg
aspects of the transfer standard technique:

1) The coordinates of the reference station, the user station,
and the transfer standard need not be known although they must
not change.

2) The “event” monitored contains no time mformatlon, and
the time of its occurrence need not be known; it must only be
unambiguously identifiable.

3) If the “transfer standard” is a radio broadcast, as it nor-
mally is, the transmitting station plays no active part in the process
and need not even be aware that it is being so used.

" The requirement that the event must be unambiguously
identifiable implies that the time separation between “events”
must be greater than the uncertainty associated with the knowl-
edge of the user’s clock time, and with the knowledge of the
propagation delays. If other means are employed to maintain
gross clock coordination and the “transfer” technique is being

used to-keep track of short-term drifts, then the time separation.

of events need only be greater than the peak-to-peak drifts in-

volved. Vertical sync pulses from commercial television trans-

. mitters serve nicely for this purpose; Loran-C is also commonly
used.

I a user wishes to begin using this technique to transfer time

to a location having a clock not known to be on time, he may

begin making comparisons and bring in a portable’clock to

“calibrate’ the link at his convenience. He can then reconstruct’

the time history of his clock prior to the portable clock visit.

Fig. 5. Range-range navigation.
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Fig. 6. The relationship between navigation or ranging accuracy
" and clock or timing accuracy.

. F. The Use of Radio Navigation Systems for Time Dissemination

Radio navigation systems and standard time broadcast sta-
tions have much in common. Both depend on the constancy of the
speed of light for their concept of operation, and both utilize
periodic formats. To emphasize this point it will be shown how
standard time broadcasts can be used for navigation.

Referto Fig. 5. Assume that a time signal radiated from trans~
" mitter T is received by a ship at location A. If the ship’s navigator
knows the coordinates of the transmitter, and if he has an on-time-
clock, then he can measure directly the propagation delay of the
received signal. He can then compute his distance d from T} by
multiplying the measured propagation delay by the speed of

-light. Thus he knows that he is somewhere on the circle of radius

dy. If he can receive a second time signal from T, whose coordi-
nates are also known, he can place himself on the circle of radius

. d». He now knows that he must be either at A or B. This is the

range-range or rho-rho navigation scheme. The navigator can
resolve the position ambiguity by a coarse knowledge of his posi-
tion or by listening to the time signal from a third transmitter.
The corollary to this example is that navigation systems can
be used for time dissemination if the sighal format generator is

 stabilized and. some recognizable character within the format is

aligned in some fashion with the time tick. The range accuracy
and timing accuracy capabilities of some systems are indicated in
Fig. 6.

Loran-C is a navigation system whose time dxssermnatxon



510 -

capabilities have been exploited extensively [33]. Time can be ob-
tained from the ground wave with a reported accuracy of about
1 us. It has a much higher accuracy as a “transfer standard.”

Appendix II lists characteristics of frequency stabilized navi-
gation systems.

G. Time and Frequency Dissemination Using Television

Four categories of dissemination using television (TV) have
been investigated:

1) Time dissemination. TV transmissions can be utilized as a
“transfer standard” for clock coordination [34], [35].

2) Frequency dissemination. Frequencies contained in the TV
transmission can be stabilized, providing accurate frequency in-
formation directly, or they can be used in a “transfer standard”
application [36].

3) Time and frequency dissemination. Time and frequency in-
formation can be injected into unused portions of the TV format
for dissemination [37].

4) Time and frequency dissemination. Sync pulse trains can
be stabilized in frequency, then aligned in some fashion with a
time scale [38].

1) Sync Pulse “Transfer Standard” Clock Coordination: The
method was first demonstrated in 1965 when synchronization via
TV microwave links was accomplished between Prague, Czecho-
slovakia, and Potsdam, Germany {34]. The method has since
gained wide acceptance. In 1968, NBS began using TV sync
pulses to synchronize the time broadcasts from Fort Collins,
Colo., to the UTC (NBS) Time Scale at NBS, Boulder, Colo.
[39]. The accuracy of such measurements is better than 1 us with
an rms day-to-day deviation of about 30 ns.

NBS line-10 “transfer standard” time dissemination: Follow-
ing the work of Tolman [34] NBS developed the TV line-10 sys-
tem (line 10 pulse of the odd field in the 525-line system M) as a
“transfer standard” method of comparing remotely located
clocks. Clock stations nearly anywhere in the United States, able
to receive a given TV broadcast simultaneously, can maintain
clock coordination for periods of months to within a few micro-
seconds once the initial coordination has been achieved by other
means [40]. The ambiguity of the technique is 33 ms:

Since a “transfer standard” technique is used, the conscious
participation of the transmitting station is not required. Equip-
ment required at a user station includes a TV receiver, a line-10
synchronized pulse generator, a digital counter-printer, and a
precision clock. Clock comparison occurs through differential
measurements of TV line-10 data. These are taken simultaneously
at comparing clock stations and remain constant within a few
microseconds from day to day, except when rerouting occurs.
Both NBS and the USNO publish line-10 data regularly in their
periodic bulletins {41], {42].

2) Stabilization of Color Subcarrier: Frequency stability mea- ‘

surements of the color subcarriers of the three major U. S. net-
works (originating in New York) have been made at NBS,
Boulder {43]. The received subcarrier is compared in frequency to
the NBS standard, and the networks are advised of their fre-
quency offset so that they can adjust their oscillators. The net-
works have been able to hold their atomic oscillators on nominal
frequency very accurately. A determination of frequency differ-
ence with an uncertainty of about 1 part of 10! in 17 min is nor-
mal. NBS has designed instrumentation to synthesize the output
of a 1-MHz or 5-MHz local frequency standard to 3.57...
MHz and to compare phases of the local synthesized signal to the
received subcarrier frequency. The frequencies of the atomic
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“TABLE I

TELEVISION NETWORK ATOMIC STANDARD
FreQUENCIES IN TERMS OF AT(NBS)

Dates of Mea-  Average Fractional Frequency Offset (parts in 1010)
surement Period - *
1971 ABC CBS . NBC

30 May- 4 June —301.40 —295.77 —300.42

7 June-11 June —301.51 —295.78 —300.44

14 June-18 June -301.57 —295.79 —300.48

21 June-25 June —301.63 —295.83 —300.59

28 June- 2 July -301.60 -~295.81 -300.59

oscillators at each of the three originating networks in New York
City are measured at Boulder in terms of the rate of the NBS
Atomic Time Scale, AT (NBS). The precision of measurement is
about +1X107u for each of the three network standards. NBS
publishes such average weekly data [41]; representative data are
given in Table I. (Note: TV color subcarrier frequencies are still
offset from nominal by about — 300 parts in 10'°.)

3) Injection of Time and Frequency Informationinto TV Format:
Techniques for transmitting time and frequency information
within the broadcast TV format have been developed at NBS.
Initial tests were made at Denver, Colo., using lines 15 to 17 [36]. .
In Japnuary 1971, Koide and Vignone tested the technique on a
45-km path in California and found the synchronization ac-
curacy to be better than 100 ns [44].

The favorable results experienced in the early tests led to na-
tionwide tests of a refined technique. These tests, still in progress,
utilize line 1. :

The line-1 “NBS TV Time System”: The line-1 technique.
called the “NBS TV Time System,” can be employed for nation-
wide network distribution, or it can be used for local distribution
[37]. This is a proposed time and frequency dissemination system
now being tested. The technique is shown schematically in Fig. 7.
Time information is encoded in a binary coded decimal (BCD)
format. A 1-MHz sine wave provides frequency and precise time
information. :

The user station is equipped with a TV receiver, a decoder, an
alphanumeric character generator, and optional auxiliary equip-
ment for automatically measuring the time difference between the
received time signal and the user’s clock. Several modes of opera-
tion are available to the user.

1) Coarse time (hours, minutes, and seconds) can be displayed
on demand on the user’s TV screen in alphanumeric characters.

2) The time difference between the received time and the user’s
clock time can be displayed on the TV screen with nanosecond
resolution.

3) The received 1-MHz sine wave can be used for direct fre-
quency comparison. '

Digital time dissemination: A reference time standard and a
time code generator are installed at the point of program origin
(network or local studio). Both the code and its complement are

.sent for redundancy. The code carries hour-minute-second

(HMS) information derived from the reference time standard.
The system does not measure propagation delay time; this delay
is treated as clock error, which is insignificant for coarse timing.
The user must make a calibration of the path delay between the
clock at the code injection point and the clock at the receiver if
accurate time is desired. .

At the user’s clock station a decoder is required. Optional
comparison instrumentation is available if desired. The line-1
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system provides an HMS readout on a modified commercial TV
receiver, which includes a built-in digital clock regulated. by the
time code. In the event no code is recexved the digital clock reverts
to internal control. ’

I-MHz frequency dissemination: The line-1 system also
provides a precise frequency standard. A stable 1-MHz carrier is
transmitted during the interval between the first and second equal-
izing pulses of lines 1 and 262%. At the decoder, a phase-locked
oscillator recovers this signal using am approach similar to the
detection of the color subcarrier in a color TV receiver. Results at
NBS indicate that such a received standard frequency permits
calibration of a local standard to 1 part in 10 in less than } h.

The line-1 system can provide time and frequency to nearly -

everyone in the United States at a small increase in receiver cost;
the transmission of data has no effect on network programs or
viewing reception-and is without cost to the user; data can be ob-
tained from three networks, providing redundancy. The system
can provide very accurate synchronization throughout the con-
tinental United States. | .

Although interstate microwave routings are sometimes al-
tered, the probablhty that four networks would be disturbed
simultaneously is remote. In recent years, l:eroutmg has been
infrequent.

The NBS TV Time System has provision for automatic syn- .

chronization. Thus the West Coast divider chain can be locked to

the East and any station can synchronize its local clock by com- ,

parison to network feed.

" In the case of taped shows, the local station equipment. re-
moves the old time code and reinserts correct local time. The same
eanipment has a time scale changer to correct the code for both

time zone and daylight savings time. It is estimated that 70 percent
of the United States population could be reached by installing
synchronized coders at the network centers in New York and by
distributing the code over existing microwave links. Since the
means of distribution already exists, implementation of the sys-
tem would be relatively inexpensive. As the UTC scales at both
NBS and USNO are mutually coordinated to within +5 us of
each other, users of the line-1 system would have effective access
to both scales.

H. Satellite Time-Frequency Dissemination Techniques

This section describes various concepts of satellite TF/D and
documents initial tests. It is meant to-complement the papers by

" Easton [45] and Ehrlich [46] as well as several letters in this issue.

It concludes with some experimental results NBS has obtained
using relatively inexpensive equipment and simplified techniques.

The major problem confronting the user of TF/D techniques
by terrestrial ionospherically reflected radio signals is the diffi-
culty of predicting the radio delay path which results.from the
complexities in the ionospheric-atmospheric propagation. Arti-
ficial satellites, in combination with VHF radio signals, show sev-
eral advantages over conventional radio dissemination methods.
Propagation delays can be calculated to high accuracy (< 100 us);
the refractive index for most satellite-to-earth radio paths is near
the free space value since the ionosphere and troposphere effects
constitute a small fraction of the total path; and multipath effects
are negligible for all but the highest accuracy systems using re-
ceivers at low elevation angles.

Questions of concern in the design of an artificial satellite
TF/D system are: does one use a geostationary or low-altitude
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moving satellite; should the satellite be used as a retransmitter of
a time signal eminating from the ground or as an active emitter
with on-board clock; and does the design require a one-way or
two-way mode of signal transmission ?

One geostationary satellite can provide 24-h service to ap-
proximately § of the earth’s surface. On the other hand, a moving
low-altitude satellite can provide service to the whole earth within
a given time period but for only short measurement periods of
~10 to 15 min. Operation of a satellite with an on-board clock
complicates clock maintenance and necessitates periodic adjust-
ments although no continuous RF transmission is required from
the ground. Use of a satellite relay or transponder permits the
clock to be maintained on the ground and allows use of a general
purpose communication satellite, perhaps on a time shared basis.
A one-way satellite system is one which users operate in a listen or
receive-only mode. A two-way satellite system involves bilateral
communications between a reference clock and receiver clocks
relayed by the satellite transponder.

The first satellite time experiments were conducted in August
1962 with the communication satellite Telstar [47]. These experi-
ments related to the USNO (Washington, D. C.) clock to the
Royal Greenwich Observatory (RGO) clock in England to about
1 us. Signals were relayed via a satellite microwave transponder
between the two locations in the two-way mode. If the paths are
reciprocal and the satellite motion negligible during the transmis-
sions, the one-way path delay is one-half the round trip delay. The
two-way exchange has the advantage that knowledge of the satel-
lite location and ground stations is not required. Its disad-
vantages are that both ends of the path must have both a trans-
mitter-receiver capability and only one user may be synchronized.
during the radio exchange of data. The U. S.~Great Britain ex-
periments used SHF signals (microwave) with wide bandwidths.
The high accuracy of wide bandwidth at microwave frequencies

is at the expense of costly equipment which is beyond the range of -

many users. This high cost of equipment prompted NBS to a
somewhat different approach in an attempt to realize the poten-
tial of accurate time and frequency dissemination via satellites.
NBS has worked only with geostationary satellites, and initially
conducted two-way experiments using the NASA ATS-1 satellites
containing a VHF transponder at about 150 MHz [48]. With
inexpensive receivers and transmitters, accuracies of about 5 us
were reported for those studies. Basic ionspheric effects appeared
not to limit these results.

A one-way transmission mode involves a different category of
satellite experiments. Gatterer et al. {49] studied the one-way
mode and determined the accuracy of the technique to be ~10 us
by using path delay calculations based on satellite tracking during
the measurements. In this method, users compare the received
time signal with their local clock time, and correct for path delay.
Information about the path delay may be obtained from orbital
elements which may be relayed by the satellite. Path delays are
determined from orbital elements. (Orbital elements describe the
satellite’s orbit and its position in that orbit at a given date.)
They are obtained from observations of the satellite motion over a
period of time, Such information usually is issued approximately
monthly by the agencies responsible for their operation.

NBS has also performed one-way transmission tests with com-
munication satellites such as LES-6 (Lincoln Laboratories) and
TACSAT [50], [51], as well as the NASA satellites ATS-1 and

ATS-3. These satellites operated in the VHF and UHF bands in*

the range of 150 to 300 MHz. At these frequencies and with the
power of transmission involved, one is able to use small mexpen-
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sive antennas, with an SNR more than adequate for the measure-
ments. A pictorial view of the master station and five receiving
stations in the North and South American continent used for
comparing the path delays from measurement and calculation is
shown in Fig. 8. When one of the receiver clocks was synchronized
to the master clock, orbital elements provided for TACSAT per-
mitted 75-us accuracy and similar elements for LES-6, about 25
us [50]. The so-called “side tone ranging” method employed by
tracking ranges was used as an experimental method for evaluat-
ing low-cost techniques at minimum cost.

NBS is pursuing geostationary satellite dissemination studies
with ATS-3 in a one-way mode and a WWV-type format includ-

~ing voice [52]. The objective is to provide a reliable accurate ser-

vice, without the propagation deficiencies of WWV, at low cost to
many users. Other types of satellites such as active (with on-
board clocks), polar orbiting, navigation, etc., also show great
potential for time and frequency dissemination [45], [46].

Advantages of satellite timing (using geostationary satellites
in a one-way mode) include: an inexpensive means of setting
clocks to 100 us or better, and frequency comparisons from day-
to-day time interval measurements to several parts in 10'°; the
satellite gives wide geographic coverage; the VHF or UHF signals
show little fade except at high latitudes and equatorial regions;
and daily measurements can be made in short time periods (within
several minutes) with relatively inexpensive equipment and an-
tennas. Limitations could include the difficulty in determining
the satellite’s exact position and effecting an accurate signal path
delay; three geostationary satellites are necessary for worldwide
coverage except for the poles; satellites can fail, be destroyed, or
their orbits changed. Overall, satellites offer potential of meeting
the timing needs of many classes of users at various accuracy
levels.

1. Standard Time and Frequency Broadcasts

The World Administrative Radio Council (WARC) has allo-
cated certain frequencies in five bands for standard frequency and
time signal emission as shown in Table II. For standard fre-
quency transmissions, the CCIR recommends that carrier fre-
quencies be maintained so that the average daily fractional fre-
quency deviations from the internationally designated standard
for measurement of time interval should not exceed +110™10,
Appendix III gives characteristics of standard frequency and time
signals that are broadcast in the allocated bands, as reported by
the CCIR. Appendix IV gives characteristics of stabilized fre-
quency and time signals that are broadcast outside the allocated
frequencies which can, however, provide useful time and fre-
quency information.

V. SUMMARY

A. Categorization of Time Users by Required Accuracy
It is convenient to classify users of time into three categories:

-low accuracy (more coarse than 1 ms); intermediate (1 ms to

about 50 us); and high accuracy (more stringent than 50 us). Fig,
9 illustrates the time accuracy requirements of some users and
the normal capabilities of representative time dissemination tech-
niques and services. The accuracy obtainable, using a given
technique, varies considerably with the location and skill of the
user.

The low-accuracy group contains the largest number of users;
their needs are generally met by telephone time of day service,
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Fig. 8. Typical network for experimental satellite timo relay.

TABLE IT
STANDARD TIME AND FREQUENCY ASSIGNMENTS

Band : .
Number Designation Frequency Range
4 ' VLF 20.0kHz +50 Hz
6 - MF. 2.5 MHzi SkHz
7 HF 5.0 MHz+ SkHz
10.0 MHz+ 5kHz
15.0 MHz £ 10 kHz
: : s 20.00MHz+ 10 kHz
. 25.0 MHz+ 10 kHz
9 UHF 400.1 MHz+25 kHz (satellite)

10 SHF 4.202GHz+2MHz. .

" (satellite-space to-earth)

. 6.4271 GHz+2 MHz ,

(satellite-earth to space)

telephone access to WWYV, commercial radio time announce-
ments, and standard time broadcasts (WWV, CHU, JJY, etc.).

. Theintermediate group is fast growing. Organizations engaged
in satellite geodesy, seismic monitoring, and satellite tracking
~ require time in the intermediate accuracy range. The basic char-

acteristics of reliability, geographical coverage, availability of’

signals, accurate propagation predictions, and equipment costs
relevant to needed accuracy have been explored largely in
response to this group ’s needs.

High accuracy is required by coherent detection communica-
tion systems, long baseline interferometry facilities, and organiza-

tions engaged in precision ranging. Submicrosecond accuracy is .

generally sought by laboratories with clocks capable of maintain-

ing time at that level. The proposed aircraft collision avoidance-

-
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system requires widespread dissemination of time with submicro-
second accuracy [53]. Reliability, percentage of time available,

and worldwide coverage are of paramount importance to ACAS

system designers.

At present, there is no implemented time dissemination system
that permits comparison at will, anywhere in the world, of a
user’s clock to a primary standard, at an accuracy level that fully
exploits the capability of atomic standards. Satellites appear to
be capable of meeting the challenge but no worldwide satelhte
time dissemination has been implemented.

Although the number of time users who have present require-
ments for submicrosecond accuracy is relatively small, these are
not negligible. One technique that can satisfy such users to some
degree involves. the physical transportation of battery-operated
portable atomic clocks.

B. Comparison of Time-Frequenoy Dissemination Techm’ques"

Fig. 10 compares some TF/D techniques. Such an evaluation:
is subjective, and some classifications are borderline. It is an at-
tempt, though, to show a realistic picture of present or proposed
dissemination systems in terms of their capabilities and potentials.
Accuracy figures are documented by applicable references. The
ratings of good, fair, and poor are both arbitrary and broad. In
the context of this presentation they may be helpful for purposes
of comparison and evaluation. Further explanatory comments.
concerning the scope and intent of the vanous charactensucs
dentified in Fig. 10 follow.

1) Accuracy of date transfer refers to that accuracy (degree of
conformity with some specified value) to which time of day can be-
established at a given location. The numbers given are believed
to be realistic for most users; it must be recognized that these
numbers must be adjusted for either extremely favorable or un-
favorable conditions, locations, etc. The ratings of good, fair,
and poor are referenced to the needs of high-, medlum- and low-
accuracy users as shown in Fig. 9..

- 2) Accuracy of frequency synchromzatwn refers to that ac--

curacy to which frequency standards can be synchronized within
some frame of reference. As with date transfer the three basic
ratings are in terms of the classes of accuracy users shown in
Fig. 9. -~

3) Ambiguity apphs to that interval of time which a given
'system or technique can provide with certainty. In some cases
two values are shown, one is the basic period of a given carrier
frequency, sequence, or audible tone; the other, by means of time

code, provides date information for periods up to a year. For

instance, the period of a TV frame, 33 ms, is the ambiguity of the
TV line-10 technique. The line-1 TV system, using the coded data
displays, has 24-h ambiguity.

4) Coverage refers to the geographical region in which the
dissemination technique can be used to obtain the stated ac-
curacy. In many cases special considerations such as ground wave
versus sky wave, propagation over land or water, availability of
TV line networks, etc., may affect the coverage of a specific
signal.

5) Percent of time available describes.the operatmg time of a

.service, i.e., continuous (good), a certain portion of a day (usually
"specified fair), or only occasionally, irregularly, or by special

arrangement (poor). Interruptions caused by propagation condi-
tions such as sudden ionospheric disturbances, VLF diurnal
phase shifts, or HF ionospheric disturbances are not considered.

6) Reliability estimates the degree of confidence in the opera-
tion of a systemand considers such factors as propagation condi-
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tions, system components in satellite environment, rerouting of
* TV network programs, etc.

7) Receiver cost for stated accuracy refers to the relative cost
of an appropriate receiver and antenna system for obtaining the
stated accuracy of a given technique. Equipment such as oscillo-
scopes, digital counters, etc., is not included. A poor rating implies
a cost greater than several thousand dollars; fair refers to a cost
in the 1000-2000-dollar range; and good indicates a cost less
than 1000 dollars.

8) Cost per calibration considers factors such as the cost of
required instrumentation to make the calibration and the prob-
able frequency of calibration.

9) The number of users that can be served refers to the probable
number of users for a given dissemination technique assuming
regular availability of the service, and considering the equipment
costs involved. For example, the TV technique is considered to
have more potential users than the WWVB broadcasts, even
though both cover the continental United States. Relevant factors
include the low. cost of TV receivers and random propagation
disturbances associated with WWVB reception.

10) Operation skill required for stated accuracy describes the
degree of difficulty in making a time/frequency measurement to
the stated accuracy. A good rating is. shown if the time informa-
tion can be obtained simply from an oscilloscope display or a
counter reading. A fair category indicates that the user must
process the data to obtain the required information, make mui-
tiple measurements or select particular cycles of a radio signal,
and/or use specialized. receiving techniques. A poor rating indi-
cates that complex procedures and special skills are required for a
given technique The use of the Omega system for time, for ex-
ample, requires envelope. recognmon followed by cycle-identifica-
tion..

Some shorthand notation is used in Fig. 10 in connection with
the satellite techniques. Passive describes a satellite which relays
time signals from a ground reference station to- users. Active

describes a satellite with an onboard clock. A stationary satellite

is earth-synchronous or geostationary while an orbiting satellite
is one with a petiod of revolution other than 24 h.

It must be emphasized that the ratings are relative and arbi-
trary. Indeed, a system with a poor rating may be the best choice
for many users. A severe limitation on the usefulness of Fig. 10 is

that it reflects judgments of all parameters of a given system |

assuming that a user desires the highest. accuracy normally
available from the system. In-the case of Loran-C, for example,
use of the sky wave is excluded, with the result that coverage is
rated poor.

A system designer will probably be forced to make com-
promises in choosing a dissemination service. He may have to
trade receiver cost for reliability, or accept a low percent of time
available for high accuracy and good coverage.

Note that most techniques that rate good in accuracy are
shown as fair or poor in other important categories. No one tech-
nique shows all favorable ratings, but HF broadcasts, stationary
satellite relays (passive), and the proposed NBS TV Time System
stand out with only one poor rating each.

C. Opportunities for the Future

An increasingly large number of systems independently
generate and disseminate their own frequency and time informa-
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tion. The radio spectrum devoted to that purpose is impressive.
To the extent that it might be possible for systems to share time
and frequency information, the needs of spectrum conservation
could be served.

Workers involved in the design of communication and naviga-
tion systems now in the conceptual stage may have opportunities
to provide valuable time and frequency dissemination services.
It may be possible for them to design their synchronization pulse
formats to be more convenient for time dissemination without
compromising their own system operation. Correspondingly, a
system designer conscious of the opportunities to disseminate
frequency information may be able to better accommodate that
function by referencing his system frequencies to recognized
frequency standards and by choosing more convenient subsystem
frequencies where possible.

On the other hand, it may be that the organized time and
frequency community has not fully recognized what its role
could be in providing dissemination services. Should there be a
“time and frequency utility” that would distribute very accurate
time and frequency information much more widely than is pres-
ently being considered ? Assume that such a service were available
to every home, office, and factory in the United States. To what
use might communications designers put such a resource ?

One interesting possibility is related to privacy in communica-
tion. If a pseudo-noise code is used over a stable link, secure com-
munication is an easy matter. The parties merely start their code
word at some prearranged instant. A third party monitoring their
communication cannot easily recognize when intelligence is being
communicated, much less understand what the information is.
This sort of privacy would be of great value to a computer com-
munications industry that is sensitive to suggestions that un-
authorized parties might gain access to their computer banks.

Individuals might similarly profit by such privacy in banking
and other transactions conducted at a keyboard in the home.
Anyone interested in the “wired city” concept should find the
prospects interesting.

The spectrum conservation implications of a *“‘time and fre-
quency utility’”” are enormous. Opportunities exist for the time
sharing of communication channels and reducing. bandwidth
alloéations. The need to transmit time and frequency information
to meet communications by subsystem requirements would be
lessened. About 15 to 20 percent of the bandwidth of a television
signal is devoted to keeping television receiver oscillators running
at the correct rate and to maintaining synchronization. These
operations are performed independently on every channel.
Would it be possible to reduce the bandwidth of television signals
(and perhaps to use a simple receiver) if viewers had accurate time
and frequency in their homes?

Designers of mobile communication systems could capitalize
on the availability of accurate time to moving vehicles. They
could time share scarce mobile channels, and they could provide
privacy to those using the channels. Vehicle location systems
could operate more efficiently if the vehicle had accurate time.
The location system could be designed to update clocks in

vehicles.

The capability for keeping accurate time has outstripped the
capabilities. for disseminating it in the last two decades. The
challenge of the future is to exploit the opportunities for dis-
seminating time, and for putting well-disseminated time to good
use.
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deasity (man-made noise predominates}; receiver tharmal sxcellent stability. amtemmas are both  astenna
acise and galactic noise may also be importast, and equipment complexity tend to incresce, ecepeciaily at the higher
frequencies,
r— This ie the " or wave band, Siguale are
ena become factors of concers t users of thia {requeacy limited 10 line of sight, snd the microwave relay systome are come.
P 3.0.30 GHa 10-1 e e in 1082 Telecommunications Vand. Atmospheric variations give riseto eubreftactive | posed of masy short (40-60 k) hepe or linkes. The leag hiul liaes of
(Linaat-sighe} ‘Neteerks: the commen carriers seually use such eyetsms. They seen to show
(Seper Time/Frequency ducts, all of ¥ lead to A¢ long range ecabilitivs of alne [ 40,69 . Micrewave links are
High Compartsens; the higher eud of tha band, ralafall actenustion sad scaster 4lse used to relay time siguals (rem » sewrce te & Temota brosdeast
Froquancy Nevigation Satallites; may be limiting factors, asd melecular absorption by exy- terminal. A 32 km link a¢ the USNO uses signale ia the TGRs roglon
cation Satellites: o8 and water vapor beging 1o be power TW) and shows phase reeslusion Leas thea 10 as and a
is very low: man-made nolae ia comparable to  receiver tme um-a capability better than 100 ne [ 701 Amtemmas are wewally
Band 18 theemal nolse; at 10 GHs, the sky L they and the system squipmont tand to be both axpen-

Sagine o dominate, parricularly s low slevation ln.locl—
appeate parent (o thove
Searly neu-existeat.

oilecte.

cive aad At the Migher ead, wheeo melecalar sbesrptios is
Present, there sre navertheless "wiadews' which snahle stable  sig-
nale to be transmitted between sarth amd space with lictlie sigaal deg-
redation, are [

and Thompaoa| 93,94 L
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AppENDIX I
CHARACTERISTICS OF FREQUENCY STABILIZED NAVIGATION SYSTEMS USEFUL FOR TiME/FREQUENCY COMPARISONS(1y

STATION TRANSMITTER CARRIER @) TIME SIGNALS (2) PERIOD OF OPERATION
cHALN CARRJER REPETITE TINE
¥ STABILIZED ETITION | ACCURACY METHKOD DAYS HOURS'
APPROXINATE { LONGLTUDE |  ANTENNA
CALL SIGN DESIGNATION PONER FREQUENCIES PERIODS ta| PULSES DURATION OF - PER PER
oy LOCATION LATITUDE TYPE i) e (6RP) PTS 1N 10 aps ADJUSTHENT wEER 4
us .
Carolina . .. .
LORAN-C e3ee02 a6 x | omnr- NS S
$$7-n veuch. N-C. | 3330w | omnectiomar | 200 100 ‘ £0.05 ves | convrnvous | 1 us sTEPS 7 2
Jupiter, St N
LORAK-C sazeorseen | omni-
Sanns FLORIDAT {30200 133 { orneetiona, | 400 w o] £0.08 ves | conrinuous | t e steps ’ 2
LORAN-C | EAST COAST |  Cape Race, [ edgees:3zew|  omni- | ’
57 0 s ons | wEnBounoiano | se3e30-2sew | ornecTionar | 3900 00 99,300 10.05 ves | continvous | 1 us stees | 7 2
Namtucket 512" ' . .
Loanc fatane - pri it ] P .1 BT T .05 ves | continvous | 1 ous stees ’ 2
corar-c IAOTANA (290510800 | 4 o0l T T 0.05. | YES | CONTINUGUS | 1 us STEPS 7 2
$$7-2 Foag Yr 9 28729114 | orrecTIONAL - $0.05- : A 1w £
LORAN-C tide «62°17°'S7°n oMMl - . .
sL3-n faras. 1s.. |+ 7008°15=w | ornecTionar | 490 o} 10.05 YES ' ] CONTINUQUS | T us sTERS ? u
LORAN-C sytt, | esacasrzsen] oemro I :
H . eiay - | A L onndTionas | - 300 we. | 10.05 ves | comvrmuous | 1 us sTEPS 7 2
LORAN-C |  NORNEGIAR Bo, +68°38°05°8 | oANI- ]
e Y NORGAT ear et lornooyiona | 200 100 . 79,700. 10.08 ves | convinvous | 1 us. sTEPS ? 26
RAN- Sandur, v64°54 21K | OWNI- o
LoRan-c TCELAND 23v58 08w | oreecTionar | 3000 | 100 N £0.08 ves | contrmuous | 1 us sTErs 7 2
LORAN-C Jan Hayen *70°54°56°N NNt~ i
o Rt Tl o oL | 200 100 0.05 ves | continuous. | 1 ws sTERS 7 2
LORAN-C Johnston [+ 16*ascasen] onsi- -
AN hos Crasergasul oraberionaL | 300 100 | 20.08 ves | conrimvous | 1 ue sters 7 u
LORAN-C CENTRAL .VDO‘G . + 20°14°'50"N ORI - a8
ot S Bt et BN ] st o | 300 0o | sne0 10.03 ves | continuous | v us sTers 7 2
LORAK-C: Kure, + 28°23°41°0)  oumI- i . . -
-1 ntowAY is. {e12e*i7'30°wformectiona | 300 | 100 10.95 YES | CONTINUOUS | 1 us STEPS ? 8
ORAN- Two dima, |+ 24°48'0¢-K}  omnI- g
e o Pt t1ele19 2576 ] ornieTionaL | 4000 T00 $0.05 ves continuous | t us STEPS 7 2
e mercus 15 [ EATIONCE  ornterionaL |- 4000 100 10.05 ves | continvous | 1 us stERS v ‘2
[ coman-c - Nokkaido, ]+ 42°04°33°8] - omwI- .
$83-x eactrie | ameaw - |-143°a3+0steforaectionar | 409 100 #9.700 0.05 ves | conThuous [ 1 u¥ sTEPS 7 u
LORAR=C. “Gesasnt, |+ 26°36°20°A)  omal-
$53-1 OKINAWA'  .128%08*se=€| orngcTionaL | 490 190 0.05 YES | CONTINVOUS | 1 us STEPS ? 2
LORAN-C Yep + gmazias k] ommi- : . )
$33-2 CAROLINE IS. |-138°08°55€[ otnecTionar | 400° 100 $0.05 | YES ] CONTINUOUS | 1 us STEPS ! 2
v ¥ -1 10.2-a '
onEGA Aldrs “eseozs'n | Tor-Loanen | agere 1-173-C : .5 CORTINUOUS
sk (3) "L NORWAY | :<13%08*€ | FJoRD sPAN. (s{ 12.3(0) e . 308 Miery (s} a ’ A
. 13068, .
| .
: - 10.2-0
ONEGA. : | TOP-LOATEO Mi/3-F
/Ko : La moure, 1 wage2zen | ’ ) 0.8 m CONTINUOUS 7 2
(REPLACES L nD.u-S-h. | sseezocw | JERTICAL. | aotere) | 13.6-€ L % L 1 (2 _(ARGUT APRIL 1582)
on.¥.) . g IO : ’
- : i va.2.8 M B :
oMERA Trintdad vigeaz'n 1" ror-Loageo |- 1121/3-0 . . CONTINUGUS -
o/t L WEST INOIES . | +31°38°% ] vALLEY-span| T(ER®) 12-0tu) L 208 ¥iteyy | SonTiRugls @) b4 L
. 3l6-c
: . ) ©1e.2-¢ -
: Watke . . : .
ONEGA | . H + 21°24°N | TOP-LOADED {. 11-1/3-€ . 0.8 . CONTINUOUS.
T iy 57050'%. § vALLEY-span| 2(ERP) i2.200) L * Mg g ] @ ! b
Notes: (1). Principal mformauon extracted from CCIR Proc. XIith Plenaiy Assembly (New Delhi, India, 1970), vol. 1II [95], and the BIH Annual

Report for 1971 [96]. The reader is referred to these documcnts for a.ddmona.l notes on variations of some broadcasts, as well as trans-

mission formats..

(2) These broadcasts will be-transmitted: with zero offset after Jan, 1, 1972 Omega system.will not make leap second adjustments.
(3) These Loran-C chains are tine synchronized and phase controlled within +15 us of UTC (USNO). M designation indicates master;

W, X, Y, Z indicate slave’stations. Four additional chains are used-for Loran-C navigation and employ Cs standards for frequency

control, but are not maintained within + I'S us of UTC. Of these, the Mediterranean and North Atlantic are time-monitored and
corrections in terms of UTC (USNO) are published weekly; the North Pacific (Alaska) and Southeast Asia are unsynchronized and

are not related to UTC. These latter four chains are subject to time jumps and equipment failures. Synchromzanon of stations within
a chain is- held usually within' +£0.2 us.

(4) Peak power except as noted estimated radiated powet (ERP)..-
(5) Eight worldwide Omega navigation stations are planned for full 1mplementatlon in the 1970%. Global coverage is anticipated with

each station radiating 10 kW of power at stabilized frequencies between 10.2and 13.6 kHz. Four interim stations are now in operation
and are in process of being upgraded. Additional Omega stations will be constructed in, Japan, Australia-New Zealand area, La
Reunion (Indian Ocean), and Argentina.

(6) Letters refer to segments of Omega format except # which indicates unique assxgned frequency to given station.
(7) Day, h, min, low-bit rate time code proposed for future inclusion.in Omega format.
(8) Omega format is timg multiplexed. . ' o . T
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AprPENDIX 11
CHARACTERISTICS OF STANDARD FREQUENCY AND TIME SIGNALS IN ALLOCATED BANDS(y
STATION TRAKSMITTER CARRIER ¢y TIME SIGRALS (5 PERIOD OF OPERATION
-
RADIATED SS
CALL APPROXIMATE LONGITYDE ANTENNA CARRIER =& STAKDARD |, -| accuracy TINE TIME OAYS HOURS
S LocATIon tArttuoe et poutr ==y rmequenctes | "OPLATION] R o | euuses | PURIRIOM ] stawa PER PER
e E5H w . pps ADJUSTHENT P AT
=X «|
£s
=
New Qelni, +28%34'n | noRIZONTAL ’
ATA THDIA et D'ngLE 2 1 1. | 11000 +200 ves | covinvous’] JILF STEERING 5 s
Paris, +48°32'% | RADIATING . -
2 I+ 2ot | = wast 5 1 2.5, 1:t000 12 YES 30/n utC 5(n-F) s )
Rome, TR TR VERTICAL -
1An 1TALY YT 274 ' 1 s 1:1000 0.5 ves .} 1ons utC 3 2
Torina, “02* VERTICAL
18¢ ITacy iR A 5 1 5 151000 0.5 YES CONTINUOUS urc 7 278
Tokyo, +35°42°N OMNI - -
JG2AR JAPAN -139%31°€ | otrecTionAc 3 ! 0-02 ! £ conrinuous | AEACOTERET - sqn-py | 200830
VERTICAL 4/2 -
Tokyo. sssazon | (72 viroce 2.5;5 1 (s Riw
okyo, * 'K : . - tH 3600;
v JAPAK -139°317¢ | rop-Loaned K 18315 1060:1600 0.5 ves CONTINUOUS } ure 7 LaTER-
: FOR : .
2.3 MHZ) . PER b
Buenos Afres, .3e°37+5 | MORLZONTAL . 114605 ¥
LoL ARGENTINA s38027 .5 J3-vIRe Foto- 2 3 $:10;15 {000 $0.2 YES CONTINUOUS ute .- r s
£D DIPOLE
HORTZONTAL -
Rugby . wszr2zen | DipoiEs ) s .
HSF uniTed IR WHHE 0.5 3} 255500 131000 #1 € s/t ure 7 2
HONOPOLE,
2.5 HN_I)
Prana, oy
anA czecuosLovak TSI * ! ¥ 2.5 151000 10 15730 e 7 2
Hoskvae +55°45 N ute N
AWH/RES . a3 26 vl osaens 151000 50, YEs 0/2 n (uT1-uTC 7 19
U.S.5.R! RO h : 3 Rl
Fort Colling VERTICAL 2.5-10 1:100;44u; "
"'} . «40%41'N 2.5;5;10 : : . -
COLORADD . 272 (VARSES WITH | 6 3%% 500:600; £0.1 es CONTINUOUS. Tc B
(N oLamae *105%02°W {  y1poLEs  [CARRIER FREQ) V5320025 1 4590.1508 Y 4 b
PHASED
YEREICAL _. . B
Kavai, 10eorn | -72 UIPOLE 2.5-16 e 1310034405 .
o HAWAL SEbeddih b Canmavs  lovaries wirn | s § 225230 ] 500:600, £0.1 ves CONTINUOUS ure 7 2
¢ u.S.A. 2 (YERTICAL [CARRIER FREQ) : 1200 1500 ; :
2.5 mmz) .
Fort Collins, . © T top- R o - — -
[T11N +40%41 "N NON-OFFSET
COLORADD. . LOADED. 1% ) 0.02 KIL £0.1 NIL NiL 7 2
(41 U.S.A. +1OS°03°W | yEpTiCAL ; 2 : L CARRIER
Lower Hutt. -41°14°S . .
Es HH AR eI e 2.5 ue £500 NIl LI 1 3
Olifantsfoatein, L2588 € VERTICAL . . R
U0 REPUELIC OF : P . ) % 1:1000 £0.8 1Es CONTINUOUS i (7 7 2.
SOUTH AFRICA 28T14E | mOnQPOLE * R
- Jonannesburg, .yq . . B
-26°11°s | HORIZONTAL - R -} ..
e ShepuaLic or S Sizont 0.25 ¥ To 151000 6.8 ves CONTINUOUS Ut 7 ™

Notes: (1) Information obtz;.ined as in Appendix II.

(2) UTC time adjustment and zero offset of carrier freq

uencies (atomic frequency) commenced Jan. 1, 1972, Step ﬁdjusﬁnents of 1s (leap

seconds) will be made when necessary (1-year intervals) to prevent UT1 differing from UTC by more than £0.7 s. A special code is |
disserinated with time signals to give difference UT1—UTC to 100 ms. The USSR broadcasts also will give difference to 10 ms. Time
signals of all standard frequency- broadcasts are. to be maintained within 1 ms of UTC. " ‘ )

(3) An IRIG-H (modified) BCD timing code:is transmitted continuously. This code is produced at a 1-pps rate and carried on a 100-Hz
subcarrier, at a.complete time frame of 1 min. The code gives UTC in s, min, h, and day of year and. contains 60/min locking rate,
6/min position identification markers, and a 1/min reference marker. The 100 Hz is synchronous with the code pulses, providing
10-ms resolution. . .

(4) WWVL can be used.for synchronizatis:n; it is an experiméntal broadcast only and is on an intermittent transmission schedule.

. (R SR . ’
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APPENDIX 1V
CHARACTERISTICS OF STABILIZED FREQUENCY AND TiME-SIGNAL EMIssioNs OUTSIDE ALLOCATED FREQUENCY ASSIGNMENTS(;
(1)
STATION TRANSMITTER CARRIER () TIME SIGNALS ,, | PERIOD' OF OPERATION
] L -
cALL APPROXIMATE LONGITUDE ANTENNA 2:2:?50 §-§5 STABILIZED LATIO ACCURACY TINE TINE DAYS HOURS
STEN TocATION LATITUOE et PoNEE wuS| rrequencies | MODULATION ol0]  euLses OURA L ToN SIGNAL PER rER
W =5 kHz PTS N sps - ADJUSTRENT |  wEEK DAY
-~ &
Allouis, 47°10°N oMl
FRANCE taaeizet | ornectionat s0a. 1 163.84 "t 0.5 L aL T orEser 7 2
FOLDEG
ottewa T . 3330:7335; .
cHu CANADA' a8vasu |. OLROLES & 3 3 i 1;1000 0.2 TES CONTINUOUS ure ? 2
Bonebach,
F.R. of +49°34°N OnNL- 70 ¢ TERO OFFSET
LI H09e1t+t | DIRECTIONAL V I8t NI £0.3 it L A eares 7 2
minfllngen. on1 A
ocF17 " +50%01 % omng: - . . ZERG' OFFSET
mM“ -09°00°€ | DIRECTIONAL 12 1 7.5 1;440 10.2 YES - CONTINUOUS CARRIER 7 24
Droitwich, ayg .
UNITED 4529160 T 00 X ZERQ OFFSET
. uNitEo +02%09°% 1 200 uL £0.2 NI s PR ] 22
Ragby. . T2 (0FF |
£ s52°22'n oMKl - 15.95 Al . i
GaR I cot*tt'w ] orrectionar | 6O(EST-) } 16.00 ! £0.2 TYPE AN ure ? 1435%
L DAILY
HEG. Prangins, 006‘24:! OMNt- io 1 78 1 0.2 CARRIEA . .
SWITZERLARD -06°ts'€ | otnecTionat £0. atearustionl comTinvous ure 7 2
Kemigawa, ryrel N
JaF-2 +.35%38°N onwl-
JGZAS "'j:;A: -180°04*E | DIRECTIONAL 10 1 L nL £0.5 nML .Mt ute 7 2
Rugby . «52%22'N OMNT - .
NSF ey «01*11'y | DIRECTIONAL so. ! so L 0.2 | CAnRien o] comvinuous ute 7 2
A Cutler, MAINE 44239 % ONNI - 1000 =
el U8 U, s. Al w7°17°w Jomectiome | (esT.) ! .8 L 30.8 *L L te ? "
albos, Pana- PP : (4] S EVERY
neA +09°04°x oMt < 150
Ay wa, Camdl Zome RN B 1 24 ! +0.5 TIng EYEN B ute 7 24
u. s. A. +79°39'W | BIRECTIONAL (€sT.) PULSES EXCEPT 2400
PG/ Jim Creek, +48°12'K omnt- | 25
NLK(q) VASHLYGTON- +1z1°s5u. | orrecToNAL (€S7.) ! 8.8 ML 0.5 NIt ne ure 7 24
Lualualed, - 21°25°n onni- 140 R
W) HAUALL ii8e0s-u ornecrionaL (£5T.) 1 23.4 NIt 0.5 L N ute T 2
NsS(a) ARARFAKD" 4387598 ome. | 100 1 2.4 1 0.5 iR $ k
N : r . 0. 43 7 28
. A +76°27'4 | DIRECTIONAL | (EST.) PULSES EVERY » :
Horth West
KNG - 21°%9's OMN{ - o+ 1000 FSX 2 SEFORE
) Cape, L. 9 1 22.3 ' £0.5 0410,1630 e 7 2
austRALIA 114%10°€ | orrecTioNAL (€EST.) roses | oua0. ey
Podebraay, ' g * . CARRIER :
oNA CZECKOSLOVAK +50708 8 T s ) 56 1 3 h
aRee e . 210 INTERRUPTION ure 7 2
S.R. 18 . . A TTPE PER DAY
REN- Moskva, +55%45 8 20 1 . Al - S EVERY M
RES u.5.S.R. -37%130¢ ! 00 ! i TirE EXCEPT 2000 ute 1 2
Enk3ping, +59°35'N YAG! 8.3 S
Az SEDEN 7008’ | (12 db) (EST.) ! 10 e 50 ne L e | 7 2
Stockhalm, +59°20°N onni- 0.1 s 2
A SWEDEN -18°03'E | DIRECTIONAL (EST.). i 1.5 x 10 ne &l LS ML u::a%::“ (rulou) 48338
: A ) 6.006-1-.4
YESGHS ottawa,. © +45°22°N | T0P-LOADED: : i 16.9,
(3) CANAOA” sisesanw | vemvican. | SRCPENOENT ) 1 23-200 L £0.2 Ll st re ? LU
Lyndhurst, eny 5 CONTINGOUS )
- 38°03°s onnl - . 4500;7500
e VICTORIA St e 2 : 131000 £1 es EXCEPT FOR urc ; (VARTES BY
AUSTRALIA 143°16°C | OIRECTIONAL | . f- 12000 i : SILENT PERIODS FREQUENCY)
Fort Colltns, . | y
0°40’ .
e coLoRAuo Sa0ea0.n ] TorLLaanee 1% 1 0 1 £0.1 Tine coRTINVOUS ure ? u |
Jahannasburg, 0110 3 p .
-26711's OMN{- 5 26(sILENT
o REPURLIC OF ciheoare | oragcTionat 0.5 1 16 i 0.5 CONTINUOUS ure 7 1528 :;u
Notes: (1) Information obtained as in Appendix II.

(2) As Note (2) in Appendix II.
(3) Experimental LF station used primarily for propagation studlee. For schedule of frequencm broadcast. contact Dr. J. Belrose, Depart
ment of Communications, Shirley Bay, Ont., Canada.
(4) These stations are used primarily for communication. Transmxssnons are referenced to Cs frequency standards and are useful for fre-
quency synchronization. Station characteristics are subject to change; however, changes are announced in advance to interested users
by USNO Washington, D. C.



